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DESCRIPTION OF PLANNED ACTIVITIES 

Building 566 and 566A are a single structure compnsed of a 13,700 sq ft Stte Alarm 
Maintenance and Respirator Repair Faaltty and a 4000 sq ft filter plenum Building 566A is the 
administrative portion of Building 566 Both facilities were constructed in 1991 The walls are 
reinforced concrete, and the roof is constructed wtth metal sheet, ltghtwelght concrete, 
insulation, and a synthetic membrane The floor is poured concrete 

Dunng the RLC, surveys discovered up to 2300 dpmllOOcm* of fixed plutonium contamination in 
the laundry trench, and lower concentrations of both fixed and removable contaminatton in the 
laundry Iint-coflection ventrlatnn ducts The contaminated ventMon ducts have been removed 
and managed as low level waste (LLW) The trench has been coated wtth a fixatwe, and will be 
removed dunng demolttion The trench debns wll be managed as LLW The RLC, performed to 
PDS requirements, identtfiis Buildings 566 and 566A as a Type 2 faultty due to the 
contamination in the laundry system 

In order to protect the slab, and manage the structure as sanitary waste, the demolltlon of 
Buildings 566 and 566A wll proceed tn two phases Dunng Phase 1 , demolition of the structure 
by heavy equipment, the trench wtll be covered Hnth plywood to prevent spread of contaminatton 
from debns falling on the trench All structural debns wll be managed as non-routme sanitary 
waste (NRSW) and disposed at an WETS approved landfill (Front Range or BFI - Commerce 
Ctty) Phase 2 of the demolttmn wll involve removal of the slab Dunng Phase 2, the slab 
around the trench will be saw-cut to isolate the trench from the non-contaminated porttons of the 
slab The slab wll then be removed and managed as NRSW, and the trench WIII be removed 
and managed as LLW 

The pnnaple point of contact for this project is Robert Richadella, (303) 966-6325 


